RANGE 212 TOW

LOCATION     55909520

	
	
	

	TYPE
	
	AH1 Range

	
	
	

	ALLOWABLE WEAPONS
	
	20mm, TOW

	
	
	

	RANGE FAN LIMITS FOR TOW**
	
	Left  -  5501 9581 at 020 degrees mag

Right - 5571 9471 at 040 degrees mag

Eastern-most firing position:  Left -   030 degrees mag

                                                Right - 045 degrees mag

Western-most firing position:  Left -  030 degrees mag

                                                 Right -045 degrees mag

	
	
	

	FIRING AREA FOR TOW
	
	Refer to Special Instruction #5 (below)

	
	
	

	FIRING AREA FOR 20MM
	
	Refer to Special Instruction #1 (below)

	
	
	

	TARGET AREA**
	
	5960 9820 to 6010 9690 to 5660 9520 to 5620 9650

	
	
	

	MINIMUM RANGE**
	
	600 meters

	
	
	

	MAXIMUM RANGE**
	
	3,750 meters

	
	
	

	IMPACT AREA**
	
	Whiskey Impact Area

	
	
	

	ENVIRONMENTAL
	
	Refer to chapter 2 of this Manual

	
	
	

	RANGE FACILITIES
	
	Emergency LZ at R-212TOW, firing line/point markers

	
	
	

	START FIRING LINE**
	
	Straight line from 5500 9580 to 5570 9470 

	
	
	

	CEASE FIRING LINE**
	
	Straight line from 5610 9640 to 5670 9520 

	
	
	

	ASSIGNED TO
	
	CG, MCB

	
	
	

	TELEPHONE
	
	None

	
	
	

	
	
	**RANGE REGS POSTED**

**AT THE RANGE**

**SUPERCEDE THIS MANUAL**


	SPECIAL INSTRUCTIONS
	
	1.  Due to surface danger zone restrictions, TOW firing can only be allowed from the following positions:  5600 9520 through 5600 9530, or from 5550 9520, 5550 9530, or 5540 9530.  Any point along this line is permissible for firing.    

2.  When helicopters are firing TOWs, the following ranges MUST BE UNOCCUPIED:  R-210E, R-210D, R-210C and R-210B.  Helos must recon these ranges to ensure the ranges and adjacent areas are clear of personnel prior to firing and report this via radio to LONGRIFLE.

3.  TOW firing (impact area) shall be confined to targets located along the fire break starting at 5680 9660 eastward to the hilltop at 5850 9730, and the targets on fingers just south of the fire break in the vicinity of       5760 9670.   

4.  Range fan limits for 20mm are defined by two criteria, BOTH OF WHICH MUST BE MET:

     a.  Firing weapons shall impact within the target area.

     b.  Weapons shall be trained in line with the down-range axis of the target area vice across it to prevent rounds and ricochets from exiting the sides of the target area at oblique angles.

5.  CONFLICTS – Helicopters SHALL NOT occupy any of the airspace mentioned in this Manual when any of the following ranges are in a hot status:  R-210E, R-212T, R-213, or R-214

6.  When firing guns, OP J, MP3, MP3A, R-600, R-800, Door Gunner #1, and Door Gunner #2 MUST BE UNOCCUPIED.

7.  Safety precautions shall be adhered to as prescribed in NATOPS and directives in the MCO 3570 series.

	
	
	

	
	
	8.  All weapon malfunctions shall be corrected per the appropriate TM/FM, and unit SOP.


