RANGE 600

LOCATION     62109840
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	TYPE
	
	Demolition Range

	
	
	

	ALLOWABLE WEAPONS
	
	Demolitions, not to exceed 200 lbs. NEW untamped and 600 lbs. NEW tamped; MICLIC; bangalores; APOBS

	
	
	

	RANGE FAN LIMITS**
	
	N/A

	
	
	

	BOUNDARIES**
	
	N/A

	
	
	

	MINIMUM RANGE**
	
	N/A

	
	
	

	MAXIMUM RANGE**
	
	N/A

	
	
	

	IMPACT AREA**
	
	Whiskey Impact Area

	
	
	

	ENVIRONMENTAL
	
	Refer to chapter 2 of this Manual

	
	
	

	RANGE FACILITIES
	
	Range sign, MEDEVAC procedure sign, allowable weapon sign, hearing protection sign, port-a-johns

	
	
	

	TROOP PENETRATION LIMIT FROM FIRING LINE**
	
	Not beyond range boundary limits

	
	
	

	ASSIGNED TO
	
	CG, MCB

	
	
	

	TELEPHONE
	
	(760) 725-7163

	
	
	

	
	
	**RANGE REGS POSTED**

**AT THE RANGE**

**SUPERCEDE THIS MANUAL**

	
	
	

	SPECIAL INSTRUCTIONS

	
	1.  Helmets, flak jackets, and hearing protection shall be worn by all personnel while on this range.

2.  All training material/trash shall be removed from this range upon completion of training.

3.  Range guards shall be posted at grid 6249 9922 and 5762 0120 with a “demolition in progress” sign, and two-way radio communication to the RSO.  No traffic/personnel shall enter the range without the RSO’s permission.



	
	
	4.  The RSO shall check each shot hole, looking for any unconsumed explosives prior to departing the range.

5.  ALL unconsumed explosives shall be policed-up and consolidated for one last clean-up shot prior to the range going cold.

6.  ALL unused blasting materials shall be returned to the Las Pulgas ASP.

7.  ALL target materials which were used (blown) during training shall be policed-up and carried to AFA-17.  LONGRIFLE maintains the gate key for AFA-17.

8.  Certain real time atmospheric and/or weather conditions may preclude live-fire training.

9.  NO DEMOLITION TRAINING is authorized during, or on approach of, electric or severe dust storms.

10.  A volt-ohmmeter shall be used to check for stray electromagnetic energy per directives in the MCO 3570 series, prior to using a line charge.

11.  Personnel shall be at minimum stand-off distances, per directives in the MCO 3570 series, when firing is in progress.

12.  All malfunctions shall be corrected per the approrpriate TM/FM, and unit SOP.

13.  All demolitions shall be detonated within the demo pit only, from grid 6200 9860 to 6180 9840 to 6210 9820 to 6220 9840 to 6200 9860.
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